Clamping Bands

ICS-600 Band-Strap Series
Part number and sizing guide

As part of IS-Rayfast’s continued product portfolio
expansion, we offer clamping bands used throughout
industry for terminating screens onto connectors.

Typical Applications
+ Termination of screens onto connectors

Features & Benefits

» Low profile design

+ Light weight construction
» Space reduction

+ Ease of installation

ICSB-600-052
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Standard band

Band Width.......ceeeiiii e 6.1mm
Head Width.......ccoouuiei e 8.9mm
Length (£1.5MM).ccciii e 362.1mm
Band thiCknNess. .........ceeeiiiiiiiiiiiee e 0.5mm
Head thickness.......ccoovviiiieiiiiiiiiee e 1.9mm
Double wrapped bands can be used for OD up to... 45.7mm
ICSB-600-0057 Micro band
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Band Width.......ccooeeiiiiiii e 3.0mm
Head Width.....ooooiee e 5.0mm
Length (£0.8mMm)......coiiiiiiiiiiiiiee e 206.4mm
Band thickness...........cooviiiiiiiiciiiccieee e, 0.4mm
Head thickness........cceviiiiieeiiieeee e 1.9mm
Double wrapped bands can be used for OD up to... 22.4mm
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Material & Packaging Specification

Clamping band - Precision constructed from 300 series
Stainless Steel Passivate.

Packaging - Clamping bands come packaged in
quantities from 1 to 100 pcs

For more information on the Clamping Bands range,
please contact IS-Rayfast.

Installation Tools

Standard Bands - Hand banding tool (600-058).
Pneumatic banding tool (600-067).

Microbands - Hand banding tool (600-061).
Pneumatic banding tool (600-068).

ICSB-600-090 Extended length band
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Band Width.......ccoooiiiii e 6.1mm
Head Width........couiiiiiieeee e 8.9mm
Length (£1.5Mm).cccciiiii e 457.2mm
Band thickness.......c.covviviiiiiiiiiiiie e 0.5mm
Head thiCkness.........couieieiiiiieeeeeceeeeee e, 1.9mm

Double wrapped bands can be used for OD up to...

ICSB-600-083 Extended length micro band
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Band width.........cooooiii 3.0mm
Head Width.......cooeeeeieee e 5.0mm
Length (£0.8Mm)........oeiiiiiiiiiiiiiee e 362.0mm
Band thickness..........oovuiiiiiiiiiiiiee e, 0.4mm
Head thiCKNESS......cuvuvueiiiiiee e 1.9mm

Double wrapped bands can be used for OD up to...
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